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Table of Contents 
This installation guide should be followed to install the 
following Curb-It size curbs: 

A. Basic Room Requirements 
B. Handling and Transportation 
C. Unpacking and Cleaning 
D. Installation Plan 
E. Install Curb Sections Along Walls 
F. Vertical Seams (HC-Weld) 
G. Horizontal Seam (HC-Weld) 

 3P8C 
 3P12C 
 4P12C 
 4P16C 
 4P24C 
 6P12C 

 3P8R 
 3P12R 
 4P12R 
 4P16R 
 4P24R 
 6P12R 

 
 

Parts Included Accessories Tools Needed 
 Installation Guide 
 4’ Long Curb-It 

Sections 
 Inside Corners 
 Outside Corners 
 End Pieces – Left 
 End Pieces – Right 
 
(Corners and end pieces 
may not be included in 
all orders) 

 Installation Shims 
 CPX Adhesive 
 HC-Weld 
 HC-Weld Gun3  

(if ordered from Curb-It) 
Optional: 
 Silicone 
 Anchor Pins (if Curb-It 

ordered w/anchor pins) 
 
(Silicone may be used in 
place of HC-Weld, but  
HC-Weld is recommended. 
Silicone may be used at 
base of “C” curb along 
floor.) 

 Pallet Jacks or Forklift 
 Gloves 
 Safety Glasses 
 OSHA-approved Dust Masks for Silica 

Dust 
 Plastic Scraper 
 Caulk Gun (for CPX Adhesive - 20 oz.) 
 Masonry Saw 
 Hearing Protection 
 Cleaning Agent1 (see note below) 
 Painter’s Tape2 
 BondoTM Squeegee (or similar) 
 Paper Towel or Rags 
Optional: 
 4-ft Level, Chalk Line or Laser Level 
 Alternative tool for rounded HC-Weld 

seam (see Horizontal Seam section) 
 

Notes: 
1. Cleaning agent should be one of the following: Simple Green, denatured alcohol or acetone (if 

permissible in facility). 
2. Painter’s tape required = (2 x total curb length ordered) + (1/2 x curb height in ft x total length) for 

horizontal and vertical joints.  
3. Mixpac DM400-01 Manual Adhesive Dispenser, 400ml, 1:1 and 2:1 mix ratios or  

Mixpac EADP400-85-01 System 400 Pneumatic Gun 400 mL 1 to 1 or 2 to 1 by Sulzer (Ellsworth) 
 
 

Please read through the entire instruction packet before unpacking and installing Curb-It. 
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A. Basic Room Requirements 

Floor: 

1. The work area must be accessible. 
2. The floor must be level   ⅛”. 
3. The floor must be dry. 
4. Any loose material must be removed. 

 
Wall: 

1. The wall must be plumb  ⅛”. 
2. The wall must be clean and dry. 
3. Any corner trim that goes to the floor needs 

to be cut off to the correct height. 
 

 
B. Handling and Transportation 

 Curb-It curb (Curb) is delivered in heavy 
pallets. A suitable forklift or pallet jack capable 
of handling the weight should be used to 
unload and move the pallets. 

 Exercise caution with pallets to avoid damage 
to surrounding areas and the floor.  

 

 

 
 
 
 
 
Figures A-1 through A-3 in this section show basic 

Curb-It features and styles. 

 
Figure A-1: Curb-It basic features 

 
 

 
Figure A-2: “C” Curb-It 

 
 

 
Figure A-3: “R” Curb-It 

                   

All foreign material must be removed. This 
material will affect adherence of the 
adhesive, resulting in an incomplete bond to 
the surface. 

The Curbs and curb-loaded pallets are very 
HEAVY. Please use caution when working 
with the products. Use a team lift: 2 people 
unloading each 4-ft long curb section. 
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C. Unpacking and Cleaning 

1. The Curbs must be removed from the 
packaging and cleaned prior to installation.  

2. Unbox the Curb and flip it over so the FRP side 
is face up. 

3. Peel off the protective tape on the bottom and 
sides of the FRP. 

4. Using a plastic scraper, scrape any excess 
concrete from Curb faces or sides as needed. 

 

 

 

 

After removing Curb from packaging, dispose of 
all packaging in accordance with local regulations. 
 

 
Photo C-4: Plastic scraper can also be  
                  used for joint tooling 

 
Photo C-1: Curb-It in packaging  

(back of curb faces up) 

 

 

Photo C-2: Unbox Curb by tipping it out of 
packaging and gently laying it FRP-side up 

 

 

Photo C-3: Peel tape 

                         

During the manufacturing process a small amount 
of concrete may bleed through to the sides and 
face of the curb. This is normal. Some scraping 
may need to be performed to remove this excess 
concrete. 

                     !  WARNING 

Scraping excess concrete off the Curb could 
potentially expose handlers to Silica Dust.  
Handlers should always use protective measures, 
including OSHA-approved masks for themselves 
and those in the area. 
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D. Installation Plan 

It is recommended to begin installing Curb at end 
locations such as corners or doors (end pieces are 
located at door openings). 
  
Survey the room(s) and take note of: 
1. Doors and Openings, 
2. Inside Corners, 
3. Outside Corners, 
4. Lengths of wall that are less than 24” or 48”. 
 
 
 
 
 
 
 
 
 
 
 
 
 
For ease of installation, start at corner or end 
locations identified when surveying the room. 
Work from those ends or corners toward the 
center of a wall. Finish the first run of curb before 
starting along other walls. Please refer to figure on 
the next page. 
 
Examples:  
 Start at an Inside Corner and work towards the 

door/opening where a Curb End Piece will be 
located. 

 Start at a door/opening using an End Piece 
and work towards an Outside Corner. 

 
Likely, 4-ft length Curb sections will need to be 
field cut with a masonry saw to fit on each wall 
between Corner and/or Curb End Pieces. Wear 
safety glasses and OSHA-approved mask 
during cutting to protect from silica dust. Use 
longer scraps along other walls. Decide where 
shorter sections should be placed based on 
minimum desired seam distance (vertical joint to 
vertical joint).  

 

 
Photo D-1: Inside Corner 

 
 

 
Photo D-2: “C” Style End Piece (right) 

 
 

 
Photo D-3: “R” Style End Piece (right) 

installed on wall 
 

                       

 Inside Corner pieces are located at the 
interior corners of rooms. 

 Outside Corner pieces are located at the 
outside corner of a room, hallway turn or 
around columns. 

 End pieces are located at door openings, 
other openings or any place a run of 
curb ends.   
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If you identified lengths of wall less than 24” or 48” 
long by a door or opening, cut the Curb End 
Piece(s) along the standard straight segment to fit. 
 
Having a clear installation plan in place before you 
begin will speed up your installation process. 
 

 
 
 
 
 
 
 
 

 

 

 

  

                       

If Curb-It was ordered with anchor pins –  
Please refer to Addendum A-1: Curb 
Pins before proceeding with Section E 
(Pins are placed in 4-ft Curb lengths and 
End Pieces during manufacturing; they 
are optional and require additional steps 
during field installation) 
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E. Install Curb Sections Along Walls 

1. Start by applying 1/4” to 3/8” beads of CPX 
Adhesive to the back of the selected Curb 
section as shown and described below: 
a. Apply CPX along the back of Curb 1-1/2 to 

2 inches from the curb top.  
b. Apply CPX along the back of Curb in 2 

vertical lines about 1-1/2” from each end. 
c. Apply 4 separate beads of CPX along the 

back of Curb near the base. 
 
2. Apply 1/4” to 3/8” beads of CPX Adhesive to 

the floor directly under where the Curb section 
will be placed as shown and described below: 
a. Apply CPX in a single bed along the floor 

near the wall where the Curb will be placed.  
b. Apply 4 separate beads of CPX about  

1-1/2” from where the front of the Curb 
base will sit.  

 
Do not apply a closed circle of CPX Adhesive on 
the back or base of Curb sections because air 
circulation is required for adhesive curing.  
 
 
 
 
 
 
 
 
3. Set the Curb piece in place on the floor against 

the wall.  
4. Using supplied plastic shims, adjust the Curb to 

be level and plumb.  
 
 
 
 
 
 
 
 
 

 
Photo E-1: CPX Adhesive application on 

back of Curb-It curb 
 

 
 

 
Photo E-2: Shims under Curb immediately 

after setting against wall with CPX Glue 

                       

CPX Adhesive must be applied as shown 
and described. Failure to apply it properly 
could cause the glue not to cure adequately. 

                    

During installation, leveling adjacent sections 
of Curb with will require compromise between 
the following: walls, floor, and keeping a 
straight optical line along the top of curb 
sections.  Factors to consider are imperfections 
in walls, floor, and the presence and locations 
of drains. 
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Apply CPX Adhesive in same manner shown and 
described above to End Pieces and Corners 
within the area available on those pieces. 
 
 
 
 
 
 
 
 
 
5. Next, apply CPX Adhesive to the back of the 

next adjacent Curb piece and corresponding 
beads to the floor. 

 
6. Align the adjacent curb section with the 

previously installed piece with a 1/8” to 3/16” 
gap between the two pieces. A vertical HC-
Weld Seam will be placed at these gaps, this is 
described in the next section. Level and plumb 
the Curb with the shims provided. Repeat. 

 
Because the wall you are working on may require 
less than a full length of curb, you may need to cut 
a Curb section or End Piece using a masonry saw 
and protective gear: safety glasses and OSHA-
approved masks for silica dust.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
Photo E-2: After applying CPX to back of 

Curb and floor, tip Curb up into place along 
the wall. 

 
 

 
Photo E-3: Check that newly placed Curb 
section has a 1/8” to 3/16” gap from the 

previously placed section (same gap 
between sections at end pieces or corners) 

 
 
 
 
 
 
 
 

                       

Use of a 4-ft level, chalk like or laser level is 
optional. Commonly, curb is more closely 
aligned with the floor and its slope than a 
level line along the curb top, but there is no 
right or wrong way to align curb sections - it is 
the installer’s preference. When installing “R” 
Curb along a sloped floor it is likely more 
important to align the base of the curb with 
the floor so the urethane (or other material) 
poured floor has the desired slope and 
thickness. Small differences in top of curb at 
joints can be covered with HC-Weld. See 
Seam Sections below.  

                       

CPX Adhesive cures in approximately 24 
hours in near 70° F. CPX will cure in a ~40° 
F cooler in a few days.  
Lower temperature  longer cure time. 
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F. Vertical Seams (HC-Weld) 

1. Curbs can become dirty during the installation 
process. Clean the FRP surfaces where you 
will join the pieces with a cleaning agent: 
Simple Green, denatured alcohol OR acetone 
(where permissible) so that the FRP surface at 
the joints is dust and contaminant free.  

 
2. Start with the vertical seams between Curb 

sections. Wait until these seams cure before 
moving on to the horizontal seam at the top of 
Curb and wall.  

 
3. Before welding a seam, it needs to be taped. 

Using painters tape place one strip on each 
FRP Curb end approximately 3/16” (1/8” to 
1/4”) away from the edge of the Curb piece. 

The tape should be longer than the entire 
seam (by about ½” above top of curb). 

 
4. With the HC-Weld Gun, dispense HC-Weld 

along the entire joint. Make sure there is some 
excess coming out from the joint when 
dispensing. This will be “pushed” into the joint 
when it is tooled. 

 
After applying HC-Weld, the surrounding painter’s 
tape should be removed immediately and after no 
longer than 5 minutes (or less per your 
environment).  
 
 

 
 
 

 
Photo F-1: Dispense HC-Weld 

in Vertical Seam 
                     

                           

HC-Weld application time is directly affected by the 
temperature of the environment you are working in. 
As the ambient temperature of the air and HC-Weld 
tube increases less working time is available.  

Cooler ambient air  More time to work w/HC-
Weld 
Warmer ambient air  Less time to work w/HC-
Weld 

Humidity is less influential on HC-Weld’s behavior 
than temperature but it’s also a factor.  

Dry / less humid  More time to work w/HC-Weld 
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5. Using the flat end of your Bondo™ squeegee 

or another flat tool, tool the seam. Excessive 
pressure should not be required to tool the  
HC-Weld. After the joint is smooth and flat with 
no holes, blemishes or tooling marks, peel off 
the painter’s tape as soon as possible, no 
longer than 5 minutes (or less depending on 
your working environment). Pull the tape out 
and away from the joint and dispose.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Photo F-5: HC-Weld pneumatic gun  
                 (sitting on packaged Curb-It) 
 

 
Photo F-2: Tooling with flat end 

 
 

 
Photo F-3: Remove painter’s tape 

immediately, see Notice on previous page 
 
 
 

 
Photo F-4: Finished HC-Weld seam on  

Curb-it “R” / Rebate-style Curb 

                    

Start with one seam to get the feel how the HC-
Weld will react in your working ambient 
temperature and humidity.  

                    

Avoid Debris During Joint Curing: 
During the curing process HC-Weld is 
subject to contamination from foreign debris. 
Debris from cutting or grinding can become 
lodged in the uncured HC-Weld. Debris may 
look unsightly and adversely affect the 
performance of the joint. 
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G. Horizontal Seam (HC-Weld) 

 
1. Similar to the vertical seams, place painter’s 

tape along the top of Curb and wall on either 
side of where the HC-Weld horizontal seam will 
be applied (see diagram) in a test area first.  

 
 

 
2. Dispense the HC-Weld into the entire joint in 

the test area. Ensure there is enough HC-Weld 
to adequately fill the joint so that it can be 
“pushed” into when tooled. 

 
3. Use rounded edge tool to work the HC-Weld 

into the joint. Strive for a smooth seam with no 
holes or tooling marks. Examples of rounded 
edge tools: top side of a Bondo™ 
squeegee, a rounded piece of plastic, 
popsicle stick or use bare finger. Using a 
finger to tool the HC-Weld at the top of Curb 
works well. Clean finger or chosen tool with rag 
or paper towel immediately after tooling. Test 
the tool on the top of the Curb to see if it forms 
the desired slope in the HC-Weld seam (see 
diagram). Remove painter’s tape immediately 
after completing a smooth seam. Mark or note 
the desired locations of painter’s tape on the 
wall and Curb based on the test area.  

 
4. Then place at least enough painters tape to 

apply and tool an entire tube of HC-Weld along 
the top of Curb without pausing (remove 
painter’s tape after tooling as described in 
Vertical Seam section). 

 
 
 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

                       

Where Curb intersects the wall, the HC-Weld 
seam should have a slope to prevent any liquid 
from pooling in the seam (see diagrams). 
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5. Remove the painter’s tape in a timely manner 

so that it pulls away HC-Weld over the tape. 
Use constant pressure pulling up and away 
from the seam. The horizontal seam is longer 
than vertical seams between Curb sections 
and one line of tape is above the seam; 
therefore, take care to not let the loose ends 
of tape hit the fresh seams on the Curb. 
Dispose of used tape. 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
Photo 6-4: “R” type Curb-It with Urethane 
                  floor finish (not end section) 

 
Photo 6-1: HC-Weld horizontal seam  

 
 
 

 
Photo 6-2: Use curved tool or finger to push 

HC-Weld into joint 
 
 
 

 
Photo 6-3: Take care when removing 

Painter’s tape at horizontal seam 
 

 

                    

Avoid Debris During Joint Curing: 
During the curing process HC-Weld is 
subject to contamination from foreign debris. 
Debris from cutting or grinding can become 
lodged in the uncured HC-Weld. Debris may 
look unsightly and adversely affect the 
performance of the joint. 

                           

When laying out your tape, at the intersections 
where the horizontal seam meets the vertical 
seams make sure the void will be filled with 
HC-Weld. 


